
STUDIO E/L, LLC                         1250 45th Street, Suite #355 Emeryville, CA 94608                    www.studioel.com

6

Properties

Substrate Properties

Ink Properties

Installation

Description

If unconventional display method is employed, test properly per individual application.

POD Direct Print on Clear Acrylic (ACR)

Fine art substrate reproductions are printed on high quality materials and equal to artworks of contemporary artists found in 
major collections globally.  Not only are they vivid, detailed and accurate prints, but are also fully archivable artworks.  Fade 
resistance and long lifespan make these prints a sure choice for any corporate or residential needs.

Acrylic artworks are printed on the reverse of crystal-clear acrylic with polished sides and face creating a high-gloss image.  
Due to the nature of this printing process, light and white areas appear translucent or transparent and reveal the surface 
behind the artwork.  Stainless steel stand-off hardware in each corner gives the artwork a three-dimensionality unavailable with 
any other substrate.  .

Light Fastness

Handling Recommendations

Ideal Storage Conditions

Hardware
(Ready to Hang Option Only)

Overview

Acrylic Panel Depth
Distance, Wall to Face
Distance, Wall to Back
Opacity

The fading time of this print is a direct result of the environment where it is 
displayed. The UV cured inks used have high color fidelity and light fastness 
ratings under industry accepted display conditions.

It is always recommended that cotton gloves be used when handling. Do not 
use abrasive or chemical based cleaners. See Fine Art Print Care for complete 
list of recommendations.

For best storing, wrap artworks in acid-free, cushioned material. Store upright 
on edge with no weight on top. 

Crystal-clear acrylic panel measures 3/8” deep with polished edges, holes are 
drilled in each corner to accept stand-off hardware. Hardware measures 3/4” 
diameter and floats art 1” from wall.
 

The ink used is a high performance UV cured, pigmented, aqueous ink. It has 
high adhesion rating and is hardened for optimum quality on rigid surfaces. This 
ink yields wide color gamut, has inherent UV inhibitors and low VOC. 

Use screws and metal wall anchors in pre-drilled holes. Hang stand-offs 
according to hole pattern on art, hang art and use stand-off caps to secure. 
For details and security hardware instructions see installation guide:
www.studioel.com/pdf/LUXEacrylic-InstallGuide.pdf
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Substrates : : POD Direct Print on Clear Acrylic (ACR)

Angled view Back view Front non-printed


