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Properties

Canvas Properties

Ink Properties

Description

If unconventional display method is employed, test properly per individual application.

POD Fine Art Printed on Canvas (CAN)
Our unstretched canvases are printed with ample mirrored border to 
accommodate maximum 2” deep stretcher bars.

Fine art substrates are museum quality and equal to the canvas prints of 
contemporary artists found in major collections globally. Not only are they 
vivid, detailed and accurate canvas prints, but are also fully archivable 
artworks. Fade resistance and long lifespan make these prints a sure choice 
for any fine art collector.

Light Fastness

Handling Recommendations

Stretching

Ideal Storage Conditions

Overview

Composition

Thickness

Basis Weight

Opacity

The fading time of this canvsa print is a direct result of the environment where 
it is displayed. The pigmented solvent inks used have high color fidelity and 
light fastness ratings under industry accepted display conditions. Although the 
fading process is slowed by our materials, is inherent in all prints. UV inhibiting 
coating or covering will extend the longevity of print color.

It is always recommended that cotton gloves be used when handling. See Fine 
Art Print Care for complete list of recommendations.

Unstretched canvas prints should be interleaved with clean, blank, acid-free 
archival paper dividers. Roll canvas, and wrap with acid-free paper. Store in a 
clean, climate controlled environment. Always avoid tape and other adhesives 
from coming in contact with the face of the canvas prints. 

The ink used is a high performance, low VOC, eco-solvent ink. It produces a 
wide color gamut with less impact on the environment than other solvent inks. 
This ink meets industry standards for archival printing.

70° F (21° C), 50% R.H

Bright white, heavyweight, poly/cotton canvas with a high sheen finish. This 
canvas offers a wide color gamut and rich blacks maintaining the look of 
traditional artist canvas.

65/35 Poly/cotton Blend

21 mil

383-425 gsm

100.00%

Use professional stretcher bars with rounded edge. Do not steam to remove 
wrinkles.
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POD Gallery Wrapped Canvas (GA)

Fine art substrate reproductions are museum quality and equal to artworks of contemporary artists found in major collections 
globally.  Not only are they vivid, detailed and accurate prints, but are also fully archivable artworks.  Fade resistance and long 
lifespan make these prints a sure choice for any corporate or residential needs.

Gallery Wrapped Canvas starts with our poly/cotton canvas, printed with mirrored sides and wrapped around a 2” deep solid 
wood stretcher bar.  Standard hanging hardware is attached.

Light Fastness

Handling Recommendations

Ideal Storage Conditions

Hardware

Overview

Distance, Wall to Face

Opacity

The fading time of this print is a direct result of the environment where it is 
displayed. The pigmented solvent inks used have high color fidelity and light 
fastness ratings under industry accepted display conditions. Although the 
fading process is slowed by our materials, is inherent in all prints. UV inhibiting 
coating or covering will extend the longevity of print color.

It is always recommended that cotton gloves be used when handling. See Fine 
Art Print Care for complete list of recommendations.

For best storing, wrap canvases in acid free cushioned wrapping, and store 
standing upright along one edge. Multiples should be stored back to back 
in pairs of same size. A storage rack is best.  Always avoid tape and other 
adhesives from coming in contact with the face of the prints.

Bright white, heavyweight, poly/cotton canvas with a high sheen finish 
stretched around full grain wood strainer with a depth of 2”. This canvas 
offers a wide color gamut and rich blacks maintaining the look of traditional 
artist canvas.

The ink used is a high performance, low VOC, eco-solvent ink. It produces a 
wide color gamut with less impact on the environment than other solvent inks. 
This ink meets industry standards for archival printing.

70° F (21° C), 50% R.H

2.2”

100%

Sawtooth, D-Rings
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Substrates : : POD Gallery-Wrapped Canvas (GA)

Angled View Back View



STUDIO E/L, LLC 1250 45th Street, Suite #355 Emeryville, CA 94608 www.studioel.com

Properties

Substrate Properties

Ink Properties

Description

If unconventional display method is employed, test properly per individual application.

POD Gallery Wrapped Contract Canvas (GM) with hardboard backing

Fine art substrates are museum quality and equal to artworks of contemporary artists found in major collections globally.  Not 
only are they vivid, detailed and accurate prints, but are also fully archivable artworks.  Fade resistance and long lifespan make 
these prints a sure choice for any corporate or residential needs.

Gallery Wrapped Contract Canvas starts with our poly/cotton canvas, printed with mirrored sides and wrapped over a 
hardboard panel with a 1.5” deep solid wood stretcher bar, with standard hanging hardware is attached.  This is our most 
durable and affordable canvas option, an ideal choice for commercial use.

Light Fastness

Handling Recommendations

Ideal Storage Conditions

Hardware

Overview

Distance, Wall to Face
Opacity

The fading time of this print is a direct result of the environment where it is 
displayed. The pigmented solvent inks used have high color fidelity and light 
fastness ratings under industry accepted display conditions. Although the 
fading process is slowed by our materials, is inherent in all prints. UV inhibiting 
coating or covering will extend the longevity of print color.

It is always recommended that cotton gloves be used when handling. Do not 
use abrasive or chemical based cleaners. See Fine Art Print Care for complete 
list of recommendations.

For best storing, wrap canvases in acid free cushioned wrapping, and store 
standing upright along one edge. Multiples should be stored back to back 
in pairs of same size. A storage rack is best.  Always avoid tape and other 
adhesives from coming in contact with the face of the prints.

Bright white, heavyweight, poly/cotton canvas with a high sheen finish is 
adhered, using acid-free adhesive, to an archival hardboard, then stretched 
around full grain wood strainer with a depth of 1.5”. Finished with an aqueous 
varnish which is scratch resistant, UV inhibiting with anti-fungal properties. 
Braces are used in oversized canvases and when necessary.

The ink used is a high performance eco-solvent ink. It produces a wide color 
gamut with less impact on the environment than other solvent inks. This ink 
meets industry standards for archival printing.

70° F (21° C), 50% R.H

1.7” 

100%

Sawtooth, D-ring or Security Hardware
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Substrates : : POD Gallery Wrapped Contract Canvas (GM)

Angled View Back View



Gallery Wrapped Canvas
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An archival quality canvas with 
1- ½” depth and mirrored borders,
available with hardbacking for
extra durability. Also available: 2”
depth without hardbacking. Our
scratch resistant inks are ideal for
commercial use.

Gallery Wrapped Canvas

All artwork is hard-backed (except where indicated), 
so it’s puncture resistant and comes ready-to-hang 
with 3-point or 4-point security hardware:

T-head
screw

Puncture resistant canvas 
with hardboard backing.
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Edge Frame Canvas

Left: Espresso with woodgrain finish E6
Right: Blonde with woodgrain finish E2

Edge Framed Canvas
finish options:

E1 White
satin finish

E2 Blonde
woodgrain finish

E3 Silver
antique finish

E4 Gold
antique finish 

E5 Cherry
woodgrain finish

E6 Espresso
woodgrain finish

E7 Black
satin finish

Edge Framed Canvas

Frame measures 1/4” on the face and 1-1/2” in 
depth with artwork printed on archival quality 
canvas, hard-backed for extra durability. Our 
scratch-resistant inks are ideal for commercial 
use. These MDF frames are available in finishes 
shown below.

Edge Frame Canvas

1-1/2”
Depth

1⁄4”
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F2 Silver
antique finish

F3 Gold
antique finish

F4 Espresso
woodgrain finish

F5 Black
satin finish

F1 White 
satin finish

2-3/8”
Depth

1-3/8”
Depth

Silver with 
Antique finish, F2

F6 Antique Silver w/Espresso
woodgrain finish

F7 Antique Gold w/Espresso
woodgrain finish

Float Frame Canvas

Featuring a 2-3/8” or 1-3/8” deep float 
frame with artwork printed on archival quality 
canvas, hard-backed for extra durability.  Our 
scratch-resistant inks are ideal for healthcare, 
hospitality, or corporate placement. Now 
o�ering seven in-stock finishes.

Float Frame Canvas

5⁄8”

1⁄2”
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F12B Silver
antique finish

F13B Gold
antique finish

F15B Black
satin finish

This 2-3/8” deep Float Frame option adds depth 
and richness to any work of art. Artwork printed 
on archival quality canvas, hard-backed for extra 
durability. Our scratch-resistant inks are ideal for 
healthcare, hospitality, or corporate placement—8 
available finishes.

Float Frame Canvas with Scoop

Float Frame Canvas with Scoop

2-3/8”
Depth

3⁄4”

Solid Colors:

Two-tone Colors:
Face color is listed first, followed by the outer & scoop color.

F16B
Silver /
White 
satin finish

F17B
Silver /
Bronze 
antique finish

F21B
Black /
Silver 
antique finish

F22B
Black /
Gold
antique finish

F20B
Silver w/
Black 
satin finish

Silver face with White
Satin finish, F16B



Framed Canvas
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Framed Canvas

A print on canvas with a 2” wide or 3-1/2” 
wide frame (*larger size only available in colors 
26-07A Black and 26-06A Espresso), mounted
to 1⁄8” hardboard backing, making the art
puncture resistant.  Our scratch-resistant inks
are ideal for commercial use. Frame shown is
2” wide.

Ask your sales representative about
additional frame options.

2”

3/4”

3-1/2”

13/16”

Framed image for illustration purposes only.

2” wide frame 
used on a 24”x36” piece.

25-01A White
satin finish

25-02A Silver
antique finish

25-03A Gold
antique finish

25-04A Espresso & Silver
woodgrain finish

25-05A Espresso & Gold
woodgrain finish

25-06A Espresso*
woodgrain finish

25-07A Black*
satin finish

25-08A Black & Silver
antique finish

25-09A Black & Gold
antique finish

*
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Traditional Mouldings

Additional framing options available upon request.

Light Tone Medium Tone Dark Tone

Mocha
30-07B

Natural
30-08B

Walnut
30-09B

Oak
30-10C

Walnut
30-02A

Black
30-11B

Bronze
30-17B

Walnut
30-13B

Walnut
30-01A

Silver
30-03B

Natural 
30-05B

Silver
30-06B

Gold
30-16A

1 5⁄8”

2 5⁄8”

1 1⁄4”

3”

1 5⁄8”

1 3⁄8”

2”

1”

1”7⁄8”

1 1⁄8”1 1⁄8”

1 5⁄8”

1 3⁄8”

2 5⁄8”

1 5⁄8”

Gold
30-14B

Bronze
30-15B

1 3⁄4”

1 1⁄4”

1 7⁄8”

1 1⁄8”

2 1⁄2”

1 1⁄4”

2 5⁄8”

1 5⁄8”
2”

3⁄4”
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Contemporary Light & Medium Mouldings

Light Tone Medium ToneLight Tone

35-10B
Gold

35-13A
Gold

35-08B
Silver

35-07B
Silver

35-06B
White Woodgrain

35-05B
White with Silver

35-04C
White Gloss

35-03B
Silver

35-02B
White

35-01A
Champagne

35-09C
Silver

3⁄4”

2 7⁄8”

2 7⁄8” 2”

1 1⁄4”
3⁄4”

1 3⁄4”

1”

1”

2”

1 1⁄4”

2 1⁄8”

1 7⁄8”

1 3⁄8”

1 7⁄8”

1 7⁄8”

1 1⁄4”

1 1⁄8”

1 5⁄8”

1 3⁄8”

35-11A
Bronze

35-12B
Bronze

1 3⁄8”

1 1⁄4”

Additional framing options available upon request.

1 1⁄2”

1 1⁄4”

1 1⁄2”

1 1⁄4”



800-228-0928 www.StudioEL.comCustomerService@StudioEL.com

Contemporary Dark Mouldings

Dark Tone

40-01A
Black

40-03B
Black with Brown

40-04B
Black with Silver

40-05A
Matte Black

40-06B
Black Woodgrain

40-07A
Dark Walnut

7⁄8”

1 1⁄4”

1 7⁄8”

1 7⁄8”

1”

3 1⁄8”

1 5⁄8”

1 3⁄8”

2”

7⁄8”

2 5⁄8”

1 5⁄8”

40-02A
Walnut

1”

1 1⁄4”

Additional framing options available upon request.

1 7⁄8”

1 7⁄8”

40-08B
Espresso with Silver




