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If unconventional display method is employed, test properly per individual application.

Properties

Substrate Properties

Description

Ink Properties

Installation

POD Fine Art Print on Glossy Laminate Acrylic (GLA)

Fine art substrates are museum quality and equal to artworks of contemporary artists found in major collections worldwide.  Not 
only are they vivid, detailed and accurate prints, but are also fully archivable artworks.  Fade resistance and long lifespan make 
these prints a sure choice for any commercial or residential needs. 

Glossy Laminate on Acrylic offers the dimensionality and high-resolution of prints on paper in a modern, frameless acrylic 
panel.  Printed directly to the back of the acrylic and slealed with a proprietary vinyl for for a bright, sharp and brilliant result.  
A C-channel aluminum frame, which accepts standard hanging security hardware, is attached to the reverse. Artwork floats 
about 1” off the wall. 

Light Fastness

Handling Recommendations

Ideal Storage Conditions

Hardware

Overview

Acrylic Panel Depth
Distance, Wall to Face
Distance, Wall to Back
Opacity

The fading time of this print is a direct result of the environment where it is 
displayed. The pigmented solvent inks used have high color fidelity and light 
fastness ratings under industry accepted display conditions. 

It is always recommended that cotton gloves be used when handling. Do not 
use abrasive or chemical based cleaners. See Fine Art Print Care for complete 
list of recommendations.

GLA is printed directly to the back of the acrylic and slealed with a 
proprietary vinyl for for a bright, sharp and brilliant result.  A C-channel 
aluminum frame, which accepts standard hanging security hardware, is 
attached to the reverse. Artwork floats about 1” off the wall. 

The ink used is a high performance UV curable ink. It produces a wide color 
gamut with less impact on the environment than other solvent inks. This ink 
meets industry standards for archival printing.

Use 1” screws and plastic wall anchors to screw brackets in pre-drilled holes. 
Hang artwork on the wall brackets so the flanged  ends are seated inside top 
channel. 

70° F (21° C), 50% R.H
For best storing, wrap artworks in acid-free, cushioned material. Store upright 
on edge with no weight on top. 

1/4”

1”

3/4”

100%

Aluminum C-channel frame on reverse which accepts standard security 
hardware. Other hanging hardware options available.
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Substrates : : Fine Art Print on Glossy Laminate Acrylic (GLA)

Angled View Back View


